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Type Description Plug/Connection Order Number

LE438 IP67
3-in-1 plastic electrode with integrated tem-
perature sensor for field use, samples with 
fluctuating temperatures; low-maintenance

BNC/Cinch IP67 30247153

LE407
Robust plastic pH electrode with gel electro-
lyte, suitable for simple applications and easy 
samples such as water; low-maintenance

BNC 51340330

LE408
Robust plastic pH electrode with liquid electro-
lyte, suitable for simple applications; refillable 
electrolyte

BNC 51340347

LE409 

Glass pH electrode with liquid electrolyte 
for simple and rapid measurements in the 
labo ratory, aqueous samples such as acids, 
bases etc.; refillable electrolyte

BNC 51340331

LE410

3-in-1 glass pH electrode with integrated 
temperature sensor and with liquid electrolyte 
for rapid measurements in the laboratory; for 
aqueous samples such as acids, bases etc.; 
refillable electrolyte

BNC/Cinch 51340348

LE420 

Glass electrode with movable PTFE-sleeve 
junction for demanding, “dirty” samples such 
as waste water, emulsions (e.g. milk), oily 
samples; refillable electrolyte

BNC 51340332

LE422
Micro pH electrode with gel electrolyte, suit-
able for small samples in vials and test tubes; 
low-maintenance; 4.3 mm diameter

BNC 30089747

LE427 IP67
The spear tip design makes it ideal for solid 
samples such as meat, fruit, cheese, soil and 
many more; low-maintenance

BNC/Cinch IP67 30259840

LE703 IP67 
Robust conductivity probe for medium to high  
conductivities  
(10 µS/cm…200 mS/cm)

LTW 30266974

LE621 IP67 
Galvanic dissolved oxygen sesor with inte-
grated temperature sensor, robust and easy

BNC/Cinch, IP67 30266975

LE501 Glass ORP electrode for lab use BNC 51340338

LE510
Robust plastic ORP electrode for field use, e.g. 
swimming pools

BNC 51340339

NTC 
30kOhm 

Separate temperature sensor Cinch 51300164

For more information and documents on the new  
FiveGo meters, kits, and accessories, visit:

www.mt.com/fivego
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